CFL to LED Plug-In Lamp Selector Guide

®

LIGHTING TECHNOLOGI/ES

SINGLE TUBE
NEW SKU LED Plug-In Lamps Type A+B CCT Type B CCT Type A (non-tube) CCT
POSITION WATTS LUMENS, CCT Selectable BASE
5W | 250 | G-23 109102
7W | 400 | G=23 109107 | 109108 Horizontal | 3.5W 360 - 370 - 380 -400Im G-23 82844
9w | 600 | G-23 109116 | 109118
13W | 825 | Gx23 109128 | 109130 | 109132 | Horizontal | 5.5W 580 - 590 - 600- 620Im GX23 82845
DOUBLE TUBE
NEW SKU LED Plug-In Lamps Type A+B CCT Type B CCT Type A (non-tube) CCT
POSITION WATTS LUMENS, CCT Selectable BASE 30K 35K 40K 50K 30K 35K 40K 50K 30K 35K 40K 50K
900 | G24Q- |109035 | 109138 [109039 | 109122 | Omni 720 - 750 - 800 - 800Im G24D 82849
o 900 | GX23-2 109148 | 109150 | 109149 | Omni oo 720 - 750 - 800 - 800Im GX23 82846
1200 | *G24D-2 109154 | 109156 *+82850
18W Omni 7W 860 - 900 - 960 - 960Im G24Q
1200 | G24Q-2 109012 | 109013 [109074 **x82850
22W [ 1200 | GX32D-2 109864 |  Omni 7W 860 - 900 - 960 - 960Im GX32D **x82847
1800 | G24D-3 109160 | 109162 | 109163 | Omni 9W | 1050-100-1200-1200Im | G24D 82851
o Omni  [95W | 1050 -100-1200-1200Im | G24Q 82852
1800 | G24Q-3 109092 | 109094 |109096 | Horizontal 960 - 1000 - 1000 - 1050Im 82853
95W GX24Q
Veritcal 1080 - 1100 - 1120 - 1150Im 82854
28W | 1800 | GX32D-3 109868 [  Omni 9w | 1050 - 1100 - 1200 -1200Im | GX32D **x82848
TRIPLE TUBE
NEW SKU LED Plug-In Lamps Type A+B CCT Type B CCT Type A (non-tube) CCT
18W | 1200 | GX24Q-2 44801 | 44803 Omni 7W 860 - 900 - 960 - 960Im GX24D **x82855
Horizontal 950 -1000 -1000-1050Im | GX24Q 82853
26W | 1800 | GX24Q-3 109022 | 109024 | 109076 | Vertical oW 1080 - 1100 - 1120 - 1M150Im | GX24Q 82854
Omni OW | 1050 -100-1200-1200Im | GX24D *+x82856
32W | 2400 | GX24Q-3 109028 | 109030 109070 | Omni | 15W | 1900 - 2000 - 2100 - 2200Im | GX24D 82857
42W | 3200 | GX24Q-4 109034 (109036 (109072 | Omni | 177W | 2200 - 2300 - 2400 - 2400lm | GX24D 82858
57W | 4200 | GX24Q-5 44807 Omni | 23w | 3000 - 3100 - 3300 - 3300Im | GX24D-5 ***82859
*Base compatable with 82849 & 82851 but specs comparable to 13W and 26W equivalents ** LED Base not compatible with CFL G24d-2 but have comparable specs ***Launching Q12026
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Images POSITION WATTS BASE
5W G-23
7W G-23 Horizontal | 3.5W | G-23 82844 (PLS3H-8CS-HYB-G23-LED2)
ow G-23
183W | GX23 Horizontal | 55W | GX23 82845 (PLS5H-8CS-HYB-GX23-LED2)
DOUBLE TUBE
NEW SKU
LED PL Base LED Plug-In Lamps NEW LED Plug-In Model
Images POSITION WATTS BASE
18W | G24Q-1 82849 (PLD50-8CS-HYB-G24D-LED2)
13W | GX23-2 Omni 5.5W| GX23 82846 (PLD50-8CS-HYB-GX23-LED2)
18W |*G24D-2 Omni 7W G24Q **82850 (PLD70-8CS-HYB-G24Q-LED2-D)
18W | G24Q-2 Omni 7W | G24Q |***82850 (PLD70-8CS-HYB-G24Q-LED2-D)
22W |GX32D-2 Omni 7W | GX32D ***%82847 (PLD70-8CS-HYB-GX32-LED2)
*Base compatable with 82849 & 82851 but specs comparable to 13W and 26W equivalents **LED Base not compatible with CFL G24d-2 but have comparable specs ***Launching Q12026
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DOUBLE TUBE

NEW SKU

LED PL Base LED Plug-In Lamps NEW LED Plug-In Model

Images POSITION WATTS  BASE
26W | G24D-3 Omni ow G24D 82851 (PLD90-8CS-HYB-G24D-LED2)
26W | G24Q-3 Omni 9.5W| G24Q 82852 (PLD90-8CS-HYB-G24Q-LED2-D)
26W | G24Q-3 Horizontal | 9.5W | GX24Q | 82853 (PLDOH-8CS-DIR-G24Q-LED2-D)
26W | G24Q-3 Vertical | 9.5W| GX24Q | 82854 (PLDOV-8CS-DIR-G24Q-LED2-D)
28W | GX32D-3 Omni OW | GX32D ***%82848 (PLD90O-8CS-HYB-GX32-LED2)

TRIPLE TUBE

NEW SKU

LED PL Base LED Plug-In Lamps NEW LED Plug-In Model

18W | GX24Q-2 Omni 7W | GX24D | ***82855 (PLT70-8CS-BYP-GX24D-LED2)

26W | GX24Q-3 Horizontal | 9.5W | GX24Q 82853 (PLDYH-8CS-DIR-G24Q-LED2-D)

***Launching Q12026
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26W | GX24Q-3

26W |GX24Q-3

32W | GX24Q-3

42W | GX24Q-4

57W | GX24Q-5

***Launching Q12026
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NEW SKU
LED PL Base LED Plug-In Lamps NEW LED Plug-In Model
Images POSITION WATTS BASE
Vertical | 9.5W [ GX24Q | 82854 (PLD9V-8CS-DIR-G24Q-LED2-D)
Omni OW | GX24D [***82856 (PLT90-8CS-BYP-GX24D-LED2)

Omni 15W | GX24D | 82857 (PLT150-8CS-BYP-GX24D-LED2)

Omni 17W | GX24D 82858 (PLT170-8CS-BYP-GX24D-LED2)
Omni 23W |GX24D-5 |***82859 (PLT230-8CS-BYP-GX24D-LED2)
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