
! WARNING

SUITABLE FOR WET LOCATIONS. 

- Install this kit only in the luminaire that have the construction features and dimensions shown in the photographs 
and/or drawings. Do not make or alter any open holes in an enclosure of wiring or electrical components during kit 
installation.
- To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects.
- Do not alter, relocate, or remove wiring, lampholders, power supply, or any other electrical component.

This is important with an uneven wall surface. Silicone all plugs and unused conduit entries. For wet location compliance, 
fixture must be properly sealed. For moisture seal, apply silicone caulking between the mounting surface and back 
housing, as well as around the sides of the housing.
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IMPORTANT
READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE 
REFERENCE.
This product must be installed by a certified electrician who is familiar with the construction and operation of the 
luminaire and aware of the hazards involved. Installation must comply with the National Electrical Code (NEC), 
related regional standards, and all applicable local code requirements. Before installation, verify that all parts 
and any purchased accessories are included and that the fixture has not been damaged during shipping.
WARNING – RISK OF ELECTRIC SHOCK
• Disconnect power at the fuse or circuit breaker before installing, wiring, servicing, or performing any 

maintenance on this luminaire.
• Verify that the supply voltage matches the rating on the luminaire label before energizing.
• Proper grounding is required for safety.
• All wiring connections must be secured using UL-listed wire connectors.
• Do not use an electric generator to test the luminaire.
• If any smoke, spark, or abnormal condition is observed, disconnect power immediately and contact qualified 

service personnel.
CAUTION – RISK OF INJURY
• The luminaire may fall if not installed properly. Follow all installation instructions and ensure mounting 

hardware is adequately secured.
• Wear gloves and safety glasses when unpacking, installing, or servicing the luminaire.
• Avoid direct eye exposure to the light source when the luminaire is energized.
CAUTION – RISK OF FIRE
• Keep combustible materials and any items that can burn away from the luminaire,
• Use minimum 90°C rated supply conductors.
• Maintain adequate clearance around the luminaire for proper heat dissipation.
NOTICE
• Inspect the luminaire for any damage before installation. If damage is found, contact the manufacturer.
• Read all installation instructions completely before beginning installation.



Remove the set screw, adjust to the desired 
angle and tighten the set screw.

INSTALLATION

INSIDE THE BOX

Junction Box 
Cover*1

EPDM Foam*1 6#-32*1/2 

Twist-on Wire Connector*3

Screw*4
6#-32*1/2 
Screw*4

Junction Box 
Housing*1

EPDM Foam*1

Ground Stake*1

Φ4 O-ring*4
(fastened to the 
6#-32*1/2 Screw)

ies (Sold Separately)AccessorFixture
Junction Box Mounting

Ground Stake Mount

Figure 1
1.

ltem: 25603/25604/25605

ltem: 25599

ltem: 25600/25601/25602
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Figure 2

Figure 3

Figure 5

Figure 6

Figure 4 Wire according to the wiring diagram. 4.

Junction Box 
Cover

Disconnect the power before installation

Insert the 1/2" NPT threaded knuckle on 
the fixture into the 1/2 " NPT threaded 
Junction box cover(not included).

2.

Rotate the nut clockwise to ensure a secure 
connection between the knuckle and the 
Junction box cover.

3.

Run the (4) 6#-32*1/2 Screws through the 
Φ4 O-ring, the Junction box cover, the 
EPDM foam, and finally fix it onto the 
Junction box housing

5.

Installation finished.
Adjust the photocell and CCT by dial 
switch inside the plastic plug.

6.

Junction Box Mounting

Default Setting:
CCT: 5000K  Photocell: OFF

Hot Line(L) Black
Neutral(N) White
Ground (G) Green

LED
Fixture

6#-32*1/2 
Screws

Photocell

 

 

ON

OFF

CCT

 3000K
 4000K
 5000K
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Default Setting:
CCT: 5000K  Photocell: OFF

Figure 2

Figure 3

Figure 5

Figure 4 Wire according to the wiring diagram. 4.

Disconnect the power before installation

Rotate the fixture clockwise and install it 
onto the ground stake.

2.

Rotate the nut clockwise to make the 
knuckle firmly connected to the ground 
stake.

3

Installation finished.
Adjust the photocell and CCT by dial 
switch inside the plastic plug.

5.

Ground Stake Mount

Photocell

 

 

ON

OFF

CCT

 3000K
 4000K
 5000K

Hot Line(L) Black

Neutral(N) White

Ground (G) Yellow/Green

LED
Fixture


