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Vaportight LED Jelly Jar Series

LED Luminaires

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

Specifications
Description
Halco's Vaportight Adjustable LED Jelly Jar, VPTAJR, offers optimum value and versatility. A high-performing solution in 
a rugged, versatile design, perfect for multi-functional applications. The VPTAJR features a robust die-cast body, long-
lifetime LEDs, silicone gasketing, and corrosion-resistant powder coating, ensuring reliable performance and flexibility 
in the toughest environments. Field-selectable light output and selectable CCT maximize flexibility both in the field 
and on the shelves. In addition, the fixture features a built-in RGBW color selection switch, allowing users to easily 
switch between Red, Green, Blue, or White illumination to support a variety of functional, decorative, or safety-related 
applications.

•	 Die-cast aluminum housing / Polycarbonate lens
•	 Adjustable head design
•	 Color selectable / RGBW Selectable
•	 Lumen selectable
•	 Wet location rated

Construction
•	 Die-cast aluminum housing
•	 Frosted high impact polycarbonate lens
•	 Adjustable head for wall, ceiling or pendant mount
•	 Textured gray powder coat finish
•	 ½” Knock outs for easy conduit entry point
•	 Silicone gasket	

Performance
•	 Selectable color temperatures 4000K / 5000K or 

R/G/B/W(5000K)	
•	 135 Lumens per watt
•	 80 CRI
•	 120-277 VAC Input
•	 -40ºC - 40ºC operating temperature
•	 5 Year Warranty

Certifications
•	 DLC 5.1 Standard (SKU# 12556 only)	
•	 UL wet -location listed
•	 RoHS compliant	

Controls
•	 0-10V dimming standard

12556 22556
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LED Luminaires

Vaportight LED Jelly Jar Series

Performance Table

4000K 5000K
Product Code Selectable Wattage Lumen(lm) Efficacy(lm/W) Lumen(lm) Efficacy(lm/W)

VPTAJR-LS-CS-U-GR
10W 1150 115 1150 115

20W 2300 115 2300 115

Red Green Blue 5000K
Product Code Selectable 

Wattage
Lumen

(lm)
Efficacy
(lm/W)

Lumen
(lm)

Efficacy
(lm/W)

Lumen
(lm)

Efficacy
(lm/W)

Lumen
(lm)

Efficacy
(lm/W)

VPTAJR-LS-RGBW-U-GR

13W 585 45 1105 85 260 20 1859 143

15W 600 40 1200 80 270 18 2070 138

20W 700 35 1300 65 300 15 2700 135

Ordering Logic: EX: VPTAJR-LS-CS-U-GR

Series - Lumens - CCT - Voltage - Finish

VPTAJR = Vaportight Adjustable Jelly Jar
LS = Lumen Selectable  

CS = (1000 LM / 2000 LM)
RGBW = (1755-2700 LM)

CS = Color Selectable 
4000K/5000K

RGBW = Red, Green, Blue or 
White (5000K)

U = 120-277VAC GR = Grey

Ordering Information

Product SKU Product Code Product Description DLC Product ID

12556 VPTAJR-LS-CS-U-GR
ProLED Select Vaportight, 10W or 20W field selectable, 4000K or 5000K 

field selectable, 120-277VAC, Polycarbonate Lens, Grey, Die-cast Body 
with Adjustable Arm

S-3Y54NZ

22556 VPTAJR-LS-RGBW-U-GR
LED Vaportight Adjustable Arm Lumen and Color Selectable 1755-

2700LM Red Green Blue or White(5K) 120-277VAC  Polycarbonate Lens 
Grey Die-cast Body (13W-15W-20W) Dimmable
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LED Luminaires

Vaportight LED Jelly Jar Series

Specifications Table

VPTAJR-LS-CS-U-GR

Nominal Wattage 10W or 20W Selectable

Delivered Lumens 1150 or 2300 Lumens

Efficacy (lm/W) 115 LPW

CCT 4000K/5000K Selectable

CRI 80+

L70 Lifetime (hrs) 100,000>

Voltage 120-277VAC

Power Factor >0.9

Dimming 0-10V

Housing Material Aluminum

Lens Frosted polycarbonate

Operating Temperature -40°F-104°F (-40º - 40º C)

BUG B4 U3 G2

Listings  cULus, DLC 5.1 Standard

Environment IP65, UL Wet Locations

Warranty 5 years Standard

VPTAJR-LS-RGBW-U-GR

Nominal Wattage 13W, 15W or 20W Selectable

Delivered Lumens Red (700 LM) Green (1300 LM) Blue (300 LM) White (2700 LM)

Efficacy (lm/W) 35 65 15 135

CCT Red/Green/Blue/5000K Selectable

CRI 80+

L70 Lifetime (hrs) 100,000>

Voltage 120-277VAC

Power Factor >0.9

Dimming 0-10V

Housing Material Aluminum

Lens Impact Resistant Polycarbonate Frosted Lens

Operating Temperature -40°F-104°F (-40º - 40º C)

Listings cULus

Environment IP 65, UL Wet Locations

Weight 3.31 lbs

Warranty 5 years Standard

VPTAJR-LS-CS-U-GR / VPTAJR-LS-RGBW-U-GR
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LED Luminaires

Vaportight LED Jelly Jar Series
Photometrics*

Spacing Criterion

0-270º 1.4

90º-180º 1.44

Spacing Criterion

0-270º 1.68

90º-180º 1.68

*The below diagrams and zonal lumen summaries represent each fixture at highest wattage selection and at 5000K. For complete photometry/IES files, please visit our website.

VPTAJR-LS-CS-U-GR - 5000K VPTAJR-LS-RGBW-U-GR - 5000K

Zonal Lumen Summary

Zonal Lumens % Fixture

0° - 10° 44 2%

10° - 20° 119 5%

20° - 30° 197 8%

30° - 40° 285 12%

40° - 50° 342 15%

50° - 60° 350 15%

60° - 70° 314 13%

70° - 80° 241 10%

80° - 90° 140 6%

0° - 90° 2035 87%

0° - 180° 2330 100%

Zonal Lumen Summary

Zonal Lumens % Fixture

0° - 10° 35 1%

10° - 20° 102 4%

20° - 30° 172 7%

30° - 40° 251 10%

40° - 50° 323 13%

50° - 60° 358 14%

60° - 70° 339 14%

70° - 80° 281 11%

80° - 90° 205 8%

0° - 90° 2070 83%

0° - 180° 2492 100%

Candela Polar Plot Candela Polar Plot
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