
LED Luminaires

Flushmount Thick Black Ring

Specifications

Description

The Flushmount Thick Black Ring fixture features an innovative, functional design that provides a sophisticated look to 
any application that minimzes glare without sacrificing efficiency. This high performing product features five selectable 
color temperatures, a low glare rating and is Triac dimmable.  The Flushmount Thick Black Ring fixture is available with a 
black and gold two-tone housing to complement any decorative residential or commercial application.

•	 Five selectable color temperatures
•	 Provides a diffused, low glare light output
•	 120V Triac Dimmable
•	 5 year warranty
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CATALOG #:

WARRANTY
YR

Performance
•	 Selectable Color Temperatures 2700K, 3000K,  

3500K, 4500K, 5000K
•	 80+ CRI	
•	 L70 Lumen Maintenance > 50,000 Hours
•	 120VAC, 50/60Hz Triac Dimming Driver
•	 Suitable for Use in Closets When Installed in 

Accordance with NFPA 70, NEC Section 410.16 (A)(3) 
and 410.16 (C)(5)

•	 5 Year Limited Warranty Certifications
•	 ETL Listed for Damp Locations	

Construction
•	 Robust Steel Housing - White finish
•	 Diffused Polycarbonate Lens
•	 Driver on board 
•	 CCT Selection Switch on LED Board
•	 Simple Installation
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Ordering Logic   EX: FM-TR14-CS-BG-120VProduct Description

Ordering Information

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:
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* For Options and Non-Stock Items - Lead Times Apply

Series
–

Design Product Size
–

CCT
–

Finish
–

Voltage

FM = Flushmount TR = Thick Ring 14 = 14 inch Round

CS = Color Selectable  
2700K/3000K/3500K/ 

4000K/5000K 

BG = Two Tone Black 
Outer & Gold Inner 

Reflector

120V = 120V, 50/60 Hz, 
Triac Dimming

Product SKU Product Code Product Description

25570 FM-TR14-CS-BG-120V Flush Mount Anti-Glare Thick Black Ring with Gold Inner Reflector 14"  
Selectable CCT 27/30/35/40/50K 21W 1500LM 120V TRIAC Dimming Plastic Lens

LED Luminaires

Specifications Table
FM-TR14-CS-BG-120V

Nominal Wattage 21W

Delivered Lumens 1500lm

Efficacy (lm/W) 71LPW

CCT Selectable - 2700K, 3000K, 3500K, 4000K, 5000K

CRI 80+

L70 Lifetime (hrs) 50,000

Voltage 120VAC

Power Factor >0.7

Dimming Yes (Triac)

Housing Material Steel

Lens Plastic

Operating Temperature -4°F - 104°F

Listings ETL, FCC

Environment Damp Location

Warranty 5 years Standard
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2700K 3000K 3500K 4000K 5000K

Product Code Wattage Lumen  
Output (lm)

Efficacy 
(lm/W)

Lumen  
Output (lm)

Efficacy 
(lm/W)

Lumen  
Output (lm)

Efficacy 
(lm/W)

Lumen  
Output (lm)

Efficacy 
(lm/W)

Lumen  
Output (lm)

Efficacy 
(lm/W)

FM-TR14-CS-BG-120V 21 1397 68 1464 71 1505 72 1493 72 1391 68

Performance Table

Flushmount Thick Black Ring
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Dimensions

LED Luminaires
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Flushmount Thick Black Ring

3-1/4"

Ø15"
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Photometric Information

25570	 FM-TR14-CS-BG-120V

FM-TR14-CS-BG-120V Set to 4000KZonal Lumen Summary

Zonal Lumens % Fixture

0° - 10° 49 3.3%

10° - 20° 141 9.4%

20° - 30° 217 14.5%

30° - 40° 264 17.7%

40° - 50° 274 18.3%

50° - 60° 245 16.4%

60° - 70° 181 12.1%

70° - 80° 94 6.3%

80° - 90° 18 1.2%

90° - 100° 1 0.0%

100° - 110° 1 0.1%

110° - 120° 1 0.1%

120° - 130° 2 0.1%

130° - 140° 2 0.1%

140° - 150° 2 0.1%

150° - 160° 1 0.1%

160° - 170° 1 0.1%

170° - 180° 0 0.0%

0° - 90° 1482 99.3%

90° - 180° 11 0.8%

0° - 180° 1493 100.0%

Flushmount Thick Black Ring
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