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Hoverbay Round High Bay

Pipe  i nst allat ion

1 2

4 5 6

3Screw Cross through t he conver ter t o connect 
to t he inst allat ion inter face

Tighten t he center shaf t screws Align t he lam p conver ter w it h t he t hreaded 
pipe o rif ice

Rot ate t he lam p u nt il i t i s t ightened Tighten t he auxiliary screws on t he side o f 
t he conver ter

Connect ing cable

Plack/ Brown: L
Whit e/ Blue: N
Green/ Green& Yel low: PE

Purp le: DIM +
Pink: DIM -

Conver ter specif icat ions can b e selected a s 
G1/ 2 o r G3/ 4

Inst allat ion p recaut ions
1. D isconnect p ower supply, and r ead p roduct i nst ruct ions carefully;
2 . Ensure inst allat ion accessories and i nst allat ion e nvironm ent conform t o b earing r equirem ent ;
3 . Check w het her t he inst allat ion accessories are d am aged o r n ot , and i nst all accessories to l am preliably;
4 . D if ferent i nst allat ion e nvironm ent m atch corresponding i nst allat ion accessories,do n ot u se o r change a t w ill;
5 . I f t he inst allat ion f it t ings has auxiliary p ar t s such as skidproof screw, not ice h ow i t w orks,please d o n ot i gnore i t ;
6 . I f t he l ight i s inst alled i n v ibrat ion e nvironm ent ,please add a nt i- falling safet y rope t o e nsure reliabilit y o f i nst allat ion;
7 . Connect p ower supply w ire reliably according t o specif ied p olarit y; I- t ype lam p w it h g roundingline shall b e ear t hed r eliably and t he 
connect ion p oint s must h ave insulat ion m easures;
8 . W hen t he inst allat ion is com pleted, check w het her a ll p ar t s is reliable and can w ork p roperly;
9 .Lam ps shall b e g rounded st rict ly according t o r equirem ent s, and L and N w ires shall not b econnected r eversely.

CCT、Power  Angle  adjust:

POWER CCT

Open the sealing cover

The listed debugging parameters are typical data and should be based on the actual product parameters

Angle

100W

CCT

3500K
4000K
500 0K

Power

60W
80W
100W

Angle

60deg
90deg

110deg

150W

CCT

3500K
4000K
5000K

Power

100W
120W
150W

Angle

60deg
90deg

110deg

200W

CCT

3500K
4000K
5000K

Power

120W
150W
200W

Angle

60deg
90deg

110deg

240W

CCT

3500K
4000K
5000K

Power

180W
200W
240W

Angle

60deg
90deg

110deg


