




DOUBLE TUBE PLUG-IN INSTALLATION GUIDE
PL10O-8xx-HYBE-4P-LED-D
PLD7O-8CS-HYB-G24Q-LED2-D
PLD9O-8CS-HYB-G24Q-LED2-D
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The lampholder should be shunted.

 Fig. 3- New fixture without ballast wiring
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01.   Read all WARNINGS before continuing this section.
02.   Ensure fixture is powered by 120-277V.
03.   Make sure POWER IS TURNED OFF AT THE SOURCE.
04.   Remove lens if applicable, remove cover and fluorescent lamp.
05.   Before rewiring, check the ballast type and refer to the relevant diagram.
06.   Before rewiring, check the number of lamps per fixture and refer to the relevant diagram.
07.   If fixture is new without ballast please refer to Fig. 3.
08.   This device is powered by two pins; Install lamp into the wired lampholder end.
09.   Select desired color temperature (DO NOT SELECT WHEN POWER ON).   
10.   Visibly affix ‘Modificion Sticker’ and reinstall housing cover and lens if applicable.
11.   Return power back to source once installation is complete.        

01.   Read all WARNINGS before continuing this section.
02.   Ensure fixture is powered by 120-277V.
03.   Make sure POWER IS TURNED OFF AT THE SOURCE.
04.   Remove lens if applicable, remove cover and fluorescent lamp.
05.   Before rewiring, check the ballast type and refer to the relevant diagram.
06.   Before rewiring, check the number of lamps per fixture and refer to the relevant diagram.
07.   If fixture ballast type is electronic please refer to Fig.1.
08.   If fixture ballast type is magnetic please refer to Fig.2.
09.   This device is powered by two pins; Install lamp into the wired lampholder end.
10.   Select desired color temperature (DO NOT SELECT WHEN POWER ON).
11.   Visibly affix ‘Modificion Sticker’ and reinstall housing cover and lens if applicable.
12.   Return power back to source once installation is complete.        

TYPE B: WIRING DIAGRAM WITHOUT BALLST  

TYPE A: WIRING DIAGRAM WITH ELECTRICAL BALLST  
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Single Lamp Installation

Double Lamps Installation

 Fig. 1- Electronic ballast fixture wiring
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 Fig. 2- Magnetic ballast fixture wiring

Step 1.

Step 2.

When used with a
magnetic ballast, the
PLD can not plug in

a 2 pin G24D or GX24D
lampholder.

Modify the lampholder
to a G24Q or GX24Q, 
meanwhile shunt the 

lampholder.The PLD can 
function as aplug & play 

lamp andoperate with 
the existingballast.
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