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Important Notes:

®  For single-ended wiring installation of tubes, un-shunted lamp holders must be used.

® For double-ended wiring installation, it is not needed to change the sockets/lamp holders (if they are in good condition)
regardless of the type of sockets.

TYPE B (Ballast Bypass) Installation Guide:

Please completely comply with these instructions and notes to ensure that the product is operated in a safe condition.
Important safety information - read all instructions before installation.

Instructions
1. DISCONNECT POWER OF LUMINAIRE

Disconnect power to luminaire or circuit (if possible). Ensure all power is off by using a voltmeter or other method to

confirm.

2. REMOVE EXISTING TUBE LAMP(S)
a. Remove troffer lens if present.
b. Remove existing fluorescent by rotating one quarter turn and sliding lamp(s)
c. Remove ballast cover. (Cover may be secured with screws or tabs)

a) Troffer and lamps  b) Remove tube lamps c) Remove ballast cover (lens removed)

3. RETROFIT LUMINAIRE
Modify the circuit according to the TYPE B wiring diagram.
4. SELECT THE CCT
Select the color temperature through the CCT switch on the LED lamp’s base.
e  Using the color (CCT) selector switch on the base, select the desired color temperature (3000K, 3500K, 4000K, 5000K,

or 6500K).
e To prevent damage to lamp, lamp must not be energized when color (CCT) selector switch is changed.

/ CCT Switch

5. INSERT LED TUBES
a. Read label on the LED tube to ensure the power end of LED is aligned with powered tube socket, then insert LED
lamp in the normal way by sliding pins into sockets and rotating a quarter turn until LED tube locks in place.
b. LED lamps are now fully installed.
c. Replace troffer lens if present.
d. After modification completed. Attach the Replacement Marking and cautionary Label to a visible place on the
luminaire and keep it visible after installation. Be sure to mark the type of wiring on the luminaire label (single or
double-ended).

6. RESTORE THE POWER OF LUMINAIRE

Restore power to circuit/luminaire and test light. If necessary, adjust position of LED tube, and enjoy your new LED tube

light!
REVERSE PHASE DIMMER COMPATIBILITY LIST

BRAND MODEL NUMBER BRAND MODEL NUMBER

LUTRON DVELV-300P-BR LUTRON DVELV-303P-WH

LUTRON DVELV-300P-GR LUTRON MAELV-600-AL

LUTRON DVELV-300P-IV LUTRON MAELV-600-BL

LUTRON DVELV-300P-LA LUTRON MAELV-600-BR

LUTRON DVELV-300P-WH LUTRON MAELV-600-GR

LUTRON DVELV-303P-BR LUTRON MAELV-600-1V

LUTRON DVELV-303P-GR LUTRON MAELV-600-LA

LUTRON DVELV-303P-IV LUTRON MAELV-600-WH

LUTRON DVELV-303P-LA
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