
Wall Mounting
1. Separate the fixture front from the fixture base by loosening

the (4) screws. (Fig. 1)

2. Remove the conduit plug in the back of the fixture base.
3. Feed wires from wall through the hole in the back of the fixture base. 
    (Fig. 2)

4. Securely fasten the fixture base to the wall using appropriate hardware 
    supplied by others.
5. Make electrical connections; see Electrical Connections section.
6. Reattach the fixture front to the fixture base. Alternate screws and push 
    on the fixture front while tightening the screws to ensure that the fixture 

front is fully seated against the fixture base. Ensure wiring r
the fixture base and does not get pinched. (Fig. 3)
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IMPORTANT
READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS 
FOR FUTURE REFERENCE.
This product must be installed by a certified electrician who is familiar with the construction and 
operation of the luminaire and aware of the hazards involved. Installation must comply with the 
National Electrical Code (NEC), related regional standards, and all applicable local code 
requirements. Before installation, verify that all parts and any purchased accessories are 
included and that the fixture has not been damaged during shipping.
WARNING – RISK OF ELECTRIC SHOCK
• Disconnect power at the fuse or circuit breaker before installing, wiring, servicing, or 

performing any maintenance on this luminaire.
• Verify that the supply voltage matches the rating on the luminaire label before energizing.
• Proper grounding is required for safety.
• All wiring connections must be secured using UL-listed wire connectors.
• Do not use an electric generator to test the luminaire.
• If any smoke, spark, or abnormal condition is observed, disconnect power immediately and 

contact qualified service personnel.
CAUTION – RISK OF INJURY
• The luminaire may fall if not installed properly. Follow all installation instructions and ensure 

mounting hardware is adequately secured.
• Wear gloves and safety glasses when unpacking, installing, or servicing the luminaire.
• Avoid direct eye exposure to the light source when the luminaire is energized.
CAUTION – RISK OF FIRE
• Keep combustible materials and any items that can burn away from the luminaire,
• Use minimum 90°C rated supply conductors.
• Maintain adequate clearance around the luminaire for proper heat dissipation.
NOTICE
• Inspect the luminaire for any damage before installation. If damage is found, contact the 

manufacturer.
• Read all installation instructions completely before beginning installation.
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Angle Adjustment

Fig. 6

Universal voltage driver permits operation at 120V thru 277V,  
50 or 60 Hz. For 0-10V Dimming, follow the wiring directions.  

Electrical Connections 

Fig. 

5000K  4000K

10W   20W

CCT Switch

Wattage Switch

7Fig. Follow instructions below to change the (W) and/or
(CCT) from factory settings:

Factory Setting:
20W / 5000K

Factory Setting:
20W / 4000K

1. Separate the fixture front from the fixture base by loosening
the (4) screws. 

Field Adjustables Switches

2. Locate the on the fixture front. (Fig. 7)

3. Select (W) and (CCT) by sliding respective
switch to the desired value.

4. Select the re  uired installation method to continue installing the fixture.q

1. Connect the black �xture lead to the LINE supply lead.

2. Connect the white �xture lead to the COMMON supply
lead.

3. Connect the GROUND wire from �xture to supply ground.

4. Connect the purple �xture lead to the (V+) DIM lead.

5. Connect the pink �xture lead to the (V-) DIM lead.

 NOTE: Do not connect DIM V+ (purple)/ DIM V- (pink) to line 
voltage or supply ground.

6. Cap the yellow �xture lead, if present. Do NOT connect.
PINK
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 (Fig. 8)

Note: Be careful not to over tighten the screws.

IMPORTANT: Weatherproof your outdoor installation. Be sure to seal all 
holes in the enclosure, such as the mounting, conduit, plugs, sensors, and 
photocontrols with silicone sealant.

Conduit Wiring
1. Separate the fixture front from the fixture base by loosening the (4) 

screws. (Fig. 1)
2. Securely fasten the fixture base to the wall using appropriate hardware 
    for mounting location.
3. Secure conduit to the fixture base in the desired hole(s). (Fig. 4)
4. Feed wires through the conduit into the fixture base. (Fig. 5)
5. Make electrical connections; see Electrical Connections section.
6. Reattach the fixture front to the fixture base. Alternate screws and push 
    on the fixture front while tightening the screws to ensure that the fixture 

front is fully seated against the fixture base. Ensure wiring remains within 
the fixture base and does not get pinched. (Fig. 3)

Fig. 4 Fig. 5

Locking Bolt

If the            angle needs to be adjusted, loosen the        head             bolt 
and rotate the fixture to the desired angle. Tighten the locking bolt once the 
desired angle is achieved. (Fig. 6)

fixture hex locking
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