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SUGGESTED APPLICATIONS
• Parking lots
• City streets
• Parks
• Town squares
• School campuses
• Hospitals
• Transit stations       

FEATURES
• All-in-one power & 3 CCT Selectable with  
 dusk-to-dawn on/off switch
• Impact resistant lens - tempered glass
• Die-cast aluminum housing
• Control center for power and 3 CCT
• Available in black and bronze finishes
• Decorative luminaire

LED OUTDOOR POST TOP LIGHT
POWER & 3 CCT SELECTABLE

INPUT VOLTAGE, FREQUENCY:  
120-277V AND 50/60Hz

DIMMING: DOWN TO 0%, 0-10V

CRI: >80

LIFETIME (L70):  
UP TO 50,000 HOURS

BEAM ANGLE: 150°

IK (IMPACT RATING): IK08

POWER FACTOR: >0.9, <20%

SURGE PROTECTION  
RATING: 10kV

MOUNTING OPTIONS:  
SLIPFITTER

MOUNTING HEIGHT: 10-15'

POWER LEADS LENGTH, TYPE:  
3' LEAD LENGTH, 18AWG*5 
SJOW

5
WARRANTY

YEAR DIMMABLEDIMMABLE
LED
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ITEM SPECIFICATIONS | ORDER INFO

NOTES 
Dimming with standard 0-10V control system or wall dimmers. Dimming complies with IEC60929 Annex E. Fixture may not be compatible with all dimmers. Dimming performance may vary based on selected dimmer. Visit www.southwire.com 
or contact your local Southwire representative for a list of compatible dimmers. 

FIVE (5) YEAR LIMITED WARRANTY: SOUTHWIRE COMPANY, LLC: For details visit: https://southwire.com/resources/warranties 
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, including interference that 
may cause undesired operation. 
CAN-ICES-003B/NMB-003B 

Specifications are subject to change without prior notice. Replacement wattage shown depends on application and fixture. 

ORDERING GUIDE
Example:  PTL-100PCS-BZ
PRODUCT POWER SELECTABLE  CCT SELECTABLE FINISH COLOR

PTL = POST TOP LIGHT 100P = 60W/80W/100W CS = 3000K/4000K/5000K BZ = BRONZE 
BK = BLACK FINISH

MODEL # A
(IN)

B
(IN)

C
(IN)

WEIGHT  
(LBS.)

Pallet Quantity (pcs)* 
48"x 40"x 60"

PTL-100PCS-Bx 15.59 17.36 2.95 13.5 64

DIMENSIONS | WEIGHT

LED OUTDOOR POST TOP LIGHT
POWER & 3 CCT SELECTABLE

DEFAULT SETTING: 100W/5000K

BUILT TO FIT 2-3/8" TENONS.
FIELD ASSEMBLY REQUIRED. 

MODEL # UPC INPUT VOLTAGE 
MAX. INPUT CURRENT 

POWER  
SELECTABLE WATTAGE

LUMENS 
@ 3000K

LUMENS 
@ 4000K

LUMENS 
@ 5000K

MAX
LPW

PTL-100PCS-BZ 32886794483 0.91A@120VAC

60W 7,647 8,136 7,800 135

80W 9,762 10,572 10,078 132

100W 12,000 12,635 12,345 126

PTL-100PCS-BK 32886794476 0.91A@120VAC

60W 7,647 8,136 7,800 135

80W 9,762 10,572 10,078 132

100W 12,000 12,635 12,345 126

MODEL # DLC I.D. DLC  
CLASSIFICATION DLC PRIMARY USE

PTL-100PCS-Bx A-S-9Y34HQ PREMIUM OUTDOOR POLE/ARM-MOUNTED AREA AND ROADWAY LUMINAIRES

DLC INFORMATION

B

C

A
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