Job Name/Title:

Model #: Fixture Type:

TOPAZ

LED ROUND WASHDOWN HIGH BAY

POWER AND CCT SELECTABLE

e Food Prep areas

¢ Sanitation Facilities
e Fitness Centers

e Car Washes

e \Wash Down Areas

e 3 Power and 2 CCT Selectable

e Field install, 120-277V universal input
emergency driver accessory available

e Die-Cast Aluminum housing with white
powder coat finish

e Sensor ready

e |P69K rated for maximum resistance to
dust, steam and high-pressure washer

e NSF Certified for food processing hose
down requirements

2
POWER
/ \ £  SELECT
=g INPUT VOLTAGE:
# // = %\ ) 120-277V OR 277-480V
\EJ_/ " FREQUENCY: 50/60HZ

POWER FACTOR: THD >0.9, <20%

DIMMABLE:
DOWN TO 10%, 0-10V

@ E=

=] 6KV SURGE PROTECTION
4 ' ‘ RATING

CRI: 80

BEAM ANGLE: 85

LIFETIME (L70): 50,000 HOURS
IK (IMPACT RATING): IK10

MOUNTING HEIGHT: 32 FEET
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, LISTED WARRANTY WATERPROOF 401: 0 122F

BUILT FOR DURABILITY.
BUILT FOR RELIABILITY.

BUILT FOR WORK.
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Job Name/Title: Model #: Fixture Type:

i TOPAZ

LED ROUND WASHDOWN HIGH BAY

POWER AND CCT SELECTABLE

Example: HBC-200PCS-WDHV

ceT
LUMEN PACKAGE SELECTABLE WASHDOWN INPUT VOLTAGE
(CS)

WATTAGE

PRODUCT (P) POWER SELECTABLE

BLANK = 120-277V

HBC = HIGH BAY CIRCULAR 200P = 100W/150W/200W 15,650/23,750/31,400 LUMENS CS = 4000K/5000K WD = WASHDOWN HV = 277-480

INPUT VOLTAGE POWER EFFICACY
ORDER 4000K 5000K HID
MODEL # UPC MAX. INPUT SELCTABLE (LPW) @
CODE LUMENS LUMENS REPLACEMENT WATTAGE
CURRENT WATTAGE 5000K
100W 15350 | 15,650 157
120-277V 575W HID
HBC-200PCS-WD | T79554 | 032886795541 | 4 o027V 150W 23780 | 23,750 158 OR
- 10 LAMP T8 FLUORESCENT
200W* 31,712 | 31440 157
100W 15350 | 15,650 157
277-480V 575W HID
HBC-200PCS-WDHV |  T79555 | 032886795558 | o 2lh ¢o0V 150W 23780 | 23,750 158 OR
: 10 LAMP T8 FLUORESCENT
200W* 31,712 | 31,440 157
* DEFAULT SETTING: 200W AT 5000K
MODEL # A (IN) B (IN) C(N)  WEIGHT (LBS) C
HBC-200PCS-WD 15 15 6.07 WITH HOOK 10.58 — = l
HBC-200PCS-WDHV 15 15 6.07 WITH HOOK 11,68 b A i

Field installed EM option for 120-277V only.

Dimming with standard 0-10V control system or wall dimmers. Dimming complies with [EC60929 Annex E. Fixture may not be compatible with all
dimmers. Dimming performance may vary based on selected dimmer. Visit www.halcolighting.com or contact your local Halco representative for
a list of compatible dimmers.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful
interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.
CAN-ICES-005B/NMB-005B

Specifications are subject to change without prior notice. Replacement wattage shown depends on application and fixture.
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Job Name/Title: Model #: Fixture Type:

TOPAZ

LED ROUND WASHDOWN HIGH BAY

POWER AND CCT SELECTABLE

INPUT OUTPUT INPUT
L2 WATTAGE ~ WATTAGE  CURRENT
F-LUHB/EMKIT T72728 751338038527 8.5W 40W 150MA
\
e 5,200 fixture lumens at 130 LPW Compatible with Round High Bay fixtures with a maximum NFPA'
e Meets NFPA 101, NFPA 70 safety standards load rating of 300W. EM KIT requires connection to fixture o
e Not for use with F-LUHB/MS/G3 motion sensor 0-10V dimming. (:N us

Note: Not approved for use
in applications requiring

NSF certification.
Input Voltage, Frequency: 120-277V, 50/60Hz
Emergency Duration/Run Time: 90 minutes i
Rechgrge ¥ime: 24 hours Dim + :gle Dé)r?m+_(=;);;2:(;)
Battery Type: LiFeP04 12.4 6600mA, 84.48Wh Dim- e~ o
PRaing 165 L | Biven " | Svichwio tieck L
Ambient Operating Temperature: 32°F to 122°F SW'tCh&rg green GND (green) GND
Housing Construction: Color-coated sheet N * White N (white) N
Compliance Testing: Manual with included remote control

Note:Not NSF Certified

MODEL # A @B (© WEIGHT
F-LUHB/EMKIT 8.1" 9.4" 43" 5.7 LBS.
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Job Name/Title:

Model #:

Fixture Type:

i TOPAZ

LED ROUND WASHDOWN HIGH BAY

POWER AND CCT SELECTABLE

ORDER

MODEL # CODE UPC DESCRIPTION

0S-PIR-12V 775851 032886309663 OCCUPANCY SENSOR, PIR, 12V, EASY PLUG-IN INSTALLATION
0S-PIR-BT-12V 175852 032886309670 BLUETOOTH OCCUPANCY SENSOR, PIR, 12V EASY PLUG-IN INSTALLATION
F-LUHB/RC/G3 72725 751338038509 REMOTE CONTROL FOR 12V OCCUPANCY SENSORS (ORDER 1 PER PROJECT)

%

0S-PIR-12V
0S-PIR-BT-12V

F-LUHB/RC/G3

MODEL # SENSITIVITY

0S-PIR-12V

HOLD TIME

DAYLIGHT THRESHOLD

DISABLE

STANDBY DIMMING LEVEL

STANDBY DIMMING PERIOD

BRIGHTNESS SENSITIVITY

Sets the size of the
detection area

Sets the light brightness
during the hold time

HOLD TIME

The time period
that the fixture will
remain at full after
motion is no longer
detected

DAYLIGHT THRESHOLD

The light level above which the fixture
will turn off and stay off regardless of
motion. Typically only used in outdoor
or other locations with substantial
natural light

STANDBY DIMMING LEVEL

The level that the fixture goes to
after the hold time is complete. If the
stand-by period is 0 sec, the fixture
will turn off

STANDBY DIMMING PERIOD

The time period that the fixture will remain
at the stand-by level before turning off. The
stand-by period starts after the hold period

20%, 50%, 75%,

70%, 80%, 90%, 100% 100%

10 sec, 1 min, 5 min,
10 min, 15 min, 20
min, 30 min, 60 min

Moon icon, 10LUX, 30LUX, 50LUX,
100LUX, 300LUX, 500LUX, Sun Icon

0%, 10%, 30%, 50%

+infinity, 1 min, 30 min, 60 min

BUILT FOR DURABILITY.
BUILT FOR RELIABILITY.

BUILT FOR WORK.
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Job Name/Title: Model #: Fixture Type:

i TOPAZ

LED ROUND WASHDOWN HIGH BAY

POWER AND CCT SELECTABLE

HBC-200PCS-WD and HBC-200PCS-WDHV - 4000K @ 200W HBC-200PCS-WD and HBC-200PCS-WDHV - 5000K @ 200W

Candela Polar Plot Candela Polar Plot

ZONAL LUMEN SUMMARY ZONAL LUMEN SUMMARY
ZONE LUMENS % FIXTURE | ZONE LUMENS % FIXTURE ZONE LUMENS % FIXTURE ZONE  LUMENS % FIXTURE
0°-10° | 1592.48 5.32% 90° - 100° 21.03 0.07% 0°-10° | 1661.19 5.34% 90° - 100° 2173 0.07%
10°-20° | 4524.71 15.13% 100°-110° | 41.49 0.14% 10°-20° | 472077 15.18% 100°-110° | 42.93 0.14%
20°-30° | 6793.74 22.71% 100°-120° | 112.55 0.38% 20°-30° | 709154 22.80% 100°-120° | 116.62 0.37%
30°-40° | 72431 24.22% 120°-130° | 102.66 0.34% 30°-40° | 7536.17 24.23% 120°-130° |  106.65 0.34%
40°-50° | 4691.91 15.69% 130°-140° | 126.87 0.42% 40°-50° | 4855.86 15.61% 130°-140° | 132.05 0.42%
50°-60° | 2540.9 8.50% 140°-150° | 133.49 0.45% 50°-60° | 2632.04 8.46% 140°-150° | 138.79 0.45%
60°-70° | 1205.76 4.03% 150°-160° |  118.73 0.40% 60°-70° | 124279 4.00% 150°-160° |  123.56 0.40%
70°-80° | 4808 1.61% 160°-170° | 8428 0.28% 70°-80° | 493.34 1.59% 160°-170° | 87.77 0.28%
80°-90° | 106.33 0.36% 170° - 180° 312 0.10% 80° - 90° 108 0.35% 170° - 180° 325 0.10%
0°-90° | 29179.74 97.56% 90°-180° | 73081 2.44% 0°-90° | 303417 97.56% 90°-180° |  759.66 2.44%
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